TILE-GRIP
Material Safety Data Sheet

Per 29 CRF 1910.1200

Product identity (as labeled): TILE GRIP anti slip solution

Contact Phone Number: (561) 313 0375 FAX: (561) 433 1940

Hazardous Ingredients/ldentity Information

CAS# Ingredient 0/0 OSHA PEL ACGIH TLV Other
79-14-1 Hydroxyacetic acid >11 o/o N/A N/A N/A
127087-87-0 Surfactant >6 o/o

7732-18-5 Inert <83 o/o

PHYSICAL/CHEMICAL CHARACTERISTCS

Boiling point: 112C SPECIFIC GRAVITY (H20 =1) 1.04
VAPOR PRESSURE @20C vapor is water Melting point N/A
VAPOR DENSITY (air=1) vapor is water Evaporate rate: less than 1
SOLUBILITY IN WATER complete pH 3+- .2
APPEARANCE & ODOR mild odor

FIRE & EXPLOSION HAZARD DATA

FLASH POINT: None
FLAMMABLE LIMITS: LEL — N/A UEL — N/A
EXTINGUISHING MEDIA: None

SPECIAL FIRE FIGHTING PROCEDURE use breathing equip in case of gases.

UNUSAL FIRE & EXPLOSION HAZARDS: Prolonged contact with metals may
release potential explosive Hydrogen gas.

4 MSDS pg. 2



REACTIVITY DATA

STABILITY: Stable.
INCOMPABALITY: Strong oxidizing agents.
CONDITIONSTO AVOID: Freezing.
HAZARDOUS DECOMPOSITION PROD: None.

HAZARDOUS POLYMERIZATION: Will not occur.

HEALTH HAZARD DATA

EMERGENCY FIRST AID PROCEDURES:
Ingestion:  Givelarge quantities of fluidsand seek medical attention.
Skin: Wash with soap and water.
Eyes: Rinse or flush with running water at least 15 minutes.

CARCINOGEN: N/A

SPECIAL PROTECTION INFORMATION

RESPIRATORY PROTECTION: Use with adequate ventilation.

PROTECTIVE GLOVES: Standard.

EYE PROTECTION: Standard.

OTHER PROTECTIVE EQUIP: Rubber boots suggested, not mandatory.
STORAGE

Storein acool, dry place, away from high heat or open flame. Keep container lid
Closed when not in use. Normal care should be taken to minimize leaking
containers.



